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Slurry Solidify - Water:  Super Absorbent Waste Water Solidification & Stabilizer

Transforms Toxic Waste Waters & Heavy Sludge into Safe & Legal Landfill Solid ~ Within Minutes . . . 
For Immediate Disposal & Classification as Construction Debris - with Certification Papers.

Wastewater Solidification Applications:  Slurry from Concrete, Granite, Masonry, Tile - Cutting, Grinding, Drilling, Polishing
Concrete Redi-Mix Trucks  N  Soil Remediation  N  Cuttings from Natural Gas Drilling  N  Pressure Washing Lead Paint

Fact:  Landfills refuse anything that contains free-liquids because of the basic problem that
liquids have on their collection system, which gathers enough fluids from rainwater and the
decomposing of waste.  The only practical alternative to dumping liquid is to turn the slurry
into a solid waste, which is easy to do, economical, safe, and landfill accepted.

Fast, Easy, Effective - Waste Water Solidification
"Lose Not One Drop of Slurry" - Super Absorbent with Lock-In Features:

!  Non-Biodegradable - Will not release absorbed liquid even after evaporation
!  Reduces Waste Disposal Costs - Expands in volume and weight by less and 1%
!  Encapsulates / Stabilizes Hazardous Waste including and Low Level Radioactive Waste
!  Passes the RCRA and TCLP Tests:  Resource Conservation and Recovery Act (RCRA) -
Hazardous Waste “Cradle-To-Grave” System.  Authority of the U.S. Environmental Protection
Agency (EPA) to track hazardous waste from the time it’s created until it’s recycled, treated or disposed. 
The Toxic Characteristic Leaching Procedure (TCLP) determined the toxic leaching of waste material
from leach beds to be in significant concentrations to underground water sources (located over a mile
away) far exceed Federal drinking water standards.
!  Passes the Paint Filter Test (EPA 9095)  N  Landfill Approved for Safe Disposal
!  Encapsulates & Stabilizes metals & Aqueous Waste (wastewater almost entirely water-based)
containing settled or suspended debris such as oil-water mixes, silica, PCB, lead paint flakes, rust
particles, Super 8 RCRA Metals, Low Level Radioactive Waste (LLRW), etc.

Solidification Yields / Pricing.  Slurry Solidify - Water.  For use on all fresh water based slurries (i.e. when

the slurry contains at least 90% fresh water).  
Super Absorbent Wastewater Solidification

-  Highly Concentrated, Non-Toxic, Super Absorbent Polymer - Use sparingly  -
-  Under some conditions 1 lb. can completely solidify 10 or more gallons of water  -

DIRECTIONS:  SPREAD & MIX.  2 oz per gal of rinse waste, 1/2 oz per gal of sludge, 1 lb (2 cups) per 32 gal of concrete slurry,
(1) 50 lb bag per 1600 gal of concrete slurry, (1) ton (super sack) per 150 cubic yards (140 tons) of sludge.

 The higher the solid content in your wastewater / sludge, the less absorbent you use. 

#SS-SAP50, 50 lb. Bag
$ 140.00

Approx Solidification Yield:  1600 Gallons

#SS-SAP50, (40) 50 lb. Bags
(1 Pallet) - $ 5,200.00 ($130.00/bag)

*  *  * Free Shipping on 1 Pallet  *  *  *

Slurry Solidify - Water, being spread and
mixed in a lagoon: The liquid waste / sludge

is instantly stabilized and solidified for
immediate transportation to a landfill. 

http://www.DustDirector.com


Industrial Contractors’ Supplies, Inc.
- Dust Director Division -
15061 Route 30, N. Huntingdon, PA  15642
Phone: 412 . 824 . 6933 Fax: 412 . 824 . 4704 www.DustDirector.com

Slurry Solidify - Synergy

Universal “One Product” Granular with Super Absorbent Water Crystals to
Absorb Large Volumes of Water and Oil Based Waste - including:  Gasoline,
Diesel Fuel, Chlorinated Hydrocarbons, Water (Fresh or Salt).  Also Effective
on Strong Acids & Alkaline Waste ~ Regardless of pH readings (requires no
pH testing).

Waste Waters to Heavy Sludge - Completely and Quickly Solidified to a Dry, Fluffy,
Earth Friendly Grit - Approved for Immediate Landfill Disposal.  —  Simple.  Safe.  Ready to Act.  One Inventory Item.

Absorbent Attributes:
T Non-Selective:  Significantly more absorbent than clays and other mineral absorbents.  A single absorbent with
super absorbent polymer crystals to rapidly absorb and solidify large volumes of aqueous and oil/hydrocarbon
waste streams - including the residual waters (fresh and salt) contained within the slurry.
T Non-Toxic:  No Associated Health, Safety or Environmental Issues in its Use or Disposal of its Solidified Waste
T Completely Biodegradable.  Benefits land filling for both hazardous and non-hazardous waste - landfill friendly,
no long term environmental effects ~ i.e. no leaching.  All ingredients conform to (40 CFR 264.314 (e)(ii) as Non-
Biodegradable Materials.
T When used properly there will be no free liquids - will pass the Paint Filter Test (EPA 9095)

Fast, Easy, Cost Effective - Solidifies as a
“Earth Friendly” Grit (Safe to Walk On)

A+ for spreading onto concrete floors while wet drilling or
sawing - Turns wet / slurry floors to Non-Slippery Surfaces. 
The grit absorbed slurry is easy to shovel or vacuum and
approved for immediately disposal into a dumpster.
A+ for Natural Gas Drilling Operations (right):  Absorbs fresh
and salt waters + hydraulic fluids.  Spread and mix into the drill cuttings to quickly absorb and
solidify the mixed liquid waste – including any residual water (fresh or salt) within the liquid. 

Coverage / Pricing:   #SYNERGY-50, 50 lb. Bag:   $125.00 / bag
Coverage will vary depending on the solid content within the slurry and the temperature of the
slurry.  Once solidified the dry waste can be incinerated.

The general rule of thumb to solidify slurry using the Synergy product is 5% of the slurry’s weight.
Two examples are as follows:  
< 100 tons of drill cuttings would require 5 tons of Synergy, mix well.
< 5 gallon bucket of concrete slurry weighing 60 lbs. would require 3 lbs. of Synergy, mix well.

The elapsed mixing time from a slurry to a dry waste should be less than 3 minutes, once again this depends on the solid content
as well as a warmer liquid.
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